Collins YG-7500 Radar Altimeter – FS2000/FS2002 Version
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This gauge provides the Mode 6 input to the Mark.II GPWS system as well as acting as a standalone radar altimeter. Decision height is set by clicking on the plus and minus areas of the Push To Test switch (left side of the picture) and can be set between 50 feet and 1000 feet. The radalt is activated by clicking on the Set switch (lower plus area) and deactivated by clicking on the Off switch (upper right minus area). A red lamp will illuminate when decision height is reached. As this radar has been modified for FS2000/FS2002 it will now register height above the current scenery i.e. if you are at 10000 feet and you overfly a peak that is higher than 7500 feet then the radar altimeter will register the peak as you pass over it. The radalt will not operate until the default avionics bus is turned on and responds to the default lighting bus at night. If your panel automatically lights up but the YG-7500 does not, then cycle the Nav Lights switch. This is a known FS bug.

If you require a high-level radar altimeter that will display scenery heights at all times then try dfd_hlr.zip.

Installation

Copy the gauge to your \fs\gauges directory. The extraction syntax is:-

dfd_yg7500!radalt

Legal Bit

You can use these gauges in any panel of your own. You may also freely distribute these gauges, subject to the no money restriction. You may also repaint these gauges to fit your own  panel. You may NOT make money with these gauges in any form. The undersigned asserts his legal and international right to be recognised as the author of these gauges.

Copyright Dragonflight Design 2002.
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